
APPLICATION
monta pack 251F is a high quality adhesive tape with white backing and white adhesive for a
permanent closure of medium heavy to heavy cartons. Printed versions are ideal for advertising
purposes and identification. Propertieshigh tensile strength and stabilityhigh immediate tack
and adhesion on various surfacessmooth and low noise unwindinglow elongationmoisture
resistantresistant to diluted acids and alkaliestemperature resitant: after application at room
temperature from approx. - 20°C up to +70°C short termprintablesuitable for recycling
processesTechnical Data      | Unit                      |Backing	                   |                             | rigid PVC
filmAdhesive              |                             | natural rubberBreaking Load       | N/25mm
N/cm   | minimum 100
minimum 40Thickness             | mm                      | 0.057 ±10%Adhesion Strength on Steel | cN/25
mm
N/cm | 500 ±150
2.0 ±0.6Colour                  |                             | whiteCore Diameter      | mm                       | 76Please
note that all information is based on manufacturer's data. We therefore recommend testing the
suitability of the self-adhesive tape for the designated application or use.

 

 

Powered by TCPDF (www.tcpdf.org)

monta Klebebandwerk GmbH - Gottesackerstr. 17 - D-87509 Immenstadt - Germany
Fon: +49 8323 915-0 - Fax: +49 8323 915-112 - info@monta.de - www.monta.de

http://www.tcpdf.org

